
INSTALLATION AND 
ASSEMBLY 
INSTRUCTIONS

376 WET / DAMP 
FLUORESCENT LIGHTING FIXTURES

WARNING!
1.	 TO PREVENT THE RISK OF ELECTRICAL SHOCK DEACTIVATE/DISCONNECT 
	 THE POWER SUPPLY BEFORE INSTALLING OR RELAMPING FIXTURE.

2.	 THIS FIXTURE SHOULD BE INSTALLED BY QUALIFIED TECHNICIANS IN STRICT  
	 ACCORDANCE WITH THE NATIONAL ELECTRICAL CODE AND ANY LOCAL  
	 REQUIREMENTS.

3.	 MIN 90° C SUPPLY CONDUCTORS

INSTALLATION
1.	 Before installing, make sure that  
	the  circuit is deactivated.

2.	 This fixture requires some final 
	  assembly, see assembly layout.

3.	 The ballast in this fixture is designed 	
	to  operate on grounded neutral 		
	systems  only.
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TYPICAL WET / DAMP INSTALLATIONS
NOTE: ASSEMBLY IS SIMILAR FOR ALL 376 SERIES FIXTURES.
NUMBER OF LATCHES WILL VARY DEPENDING ON FIXTURE LENGTH. BOX CONTENTS 
SHOULD INCLUDE ONE LATCH FOR EACH ATTACHMENT POINT ON THE HOUSING.

DETAIL A
SCALE 1 : 1

TO RELEASE GEAR  
TRAY FOR WIRING  
PINCH CLIP TOGETHER

POSITION LENS ON HOUSING GAS-
KET AND HOOK LATCHES ON LENS 
FLANGE AND FLIP DOWN TO SECURE.

SNAP LATCHES 
INTO LATCH AT-
TACHMENT  
POINT ON  
UNDERSIDE 
OF FLANGE

STANDARD: 
MOUNTING BRACKET CLIPS 
TO THE HOUSING FLANGE. 
BRACKETS ARE INCLUDED 
IN ALL MOUNTING KITS

INSERT 
HUB PLUG 
INTO UNUSED 
HUB HOLE

STANDARD: 
MOUNTING BRACKET CLIPS TO THE 
HOUSING FLANGE. BRACKETS ARE 
INCLUDED IN ALL MOUNTING KITS

OPTIONAL:
LOOMS ATTACH TO  
HOLESIN MOUNTING  
BRACKET. CHAIN HANG  
LOOMS INCLUDED IN  
CHAIN HANG KIT

SEE: DETAIL A

HUB TO MOUNTING 
SURFACE DISTANCE

NOTE: the snap on mounting brackets are flexible and 
will exhibit some deflection Depending on the weight of 
the fixture. When using rigid conduit measure the hub 
to mounting surface distance for your application.
Holes should not be drilled in fixture for mounting.
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OPTIONAL 
45°  MOUNTING KIT

MOUNTING
HOLES


